
1/2" THICK SOLID
SURFACE (SS1) ON
1/2" PLYWOOD

GYP RESIDENT
CUBBIE BEYOND

WALL BASE AS
SCHEDULED

2x2 TUBE
STEEL FRAME

1/4" RADIUS AT
CORNERS

2' 
- 3
"

3-1/2"x 3-1/2" x
3'-0"H x 11GA.
STEEL TUBE

AS920
3

2' - 5"

1/2" SS1 SHELF
SURFACE, GLUE TO
GYP. BD. SILICONE
ALL JOINTS, TYP

GYP BD SIDES
BEYOND - SEE PLAN

18 GA. STUDS @
8" O.C. MAX.

(2) LAYERS 5/8"
IMPACT RESISTANT
GYP. BD. ALL SIDES,
TYP.

18 GA. STUDS @
12" O.C. MAX.

CEILING, AS
SCHEDULED

EQ
UA

L
EQ

UA
L

EQ
UA

L

8' 
- 4
"

TYP.
1' - 6"

6 1
/2"

AS920
1A

TYP.

PROVIDE 18 GA.
KICKERS AS SHOWN

E

05

9 3
/4"

CONCRETE
COLUMN -
SEE
STRUCTURAL

LINE OF
BEAM BELOW

H
0.

3

120-2
PAT TLT

117
SALLY PORT

112
CORRIDOR

G
M

6

G
M

6

RATED PARTITION
(1-HR OR 2-HR) PER
UL DESIGN, U400
SERIES

CONDUIT (EMT)

SIDE VIEW

MAX. 4"X4" UL
LISTED  METALLIC
OUTLET BOX

MIN. 1/8" THICK HILTI CP617/CP617L
FIRESTOP PUTTY PAD OR
APPROVED  EQUAL, INSTALLED IN
ACCORDANCE W/ UL
REQUIREMENTS FOR WALL
OPENING  PROTECTIVE MATERIALS
(CLIV)

1.  FIRESTOP REQUIRED
WHERE COMBINED BOX  AREA
EXCEEDS 100 SQUARE INCHES
IN ANY 100 SQUARE FEET OF
WALL AREA.

2. FIRE STOP REQUIRED
WHERE OUTLET BOXES ON
OPPOSITE SIDES OF WALL ARE
NOT SEPARATED BY 2'-0" MIN.

3.  DO NOT INSTALL OUTLET
BOXES BACK-TO-BACK.

STEEL STUD

1 OR 2 HOUR FIRE RATED
GYPSUM WALLBOARD
ASSEMBLY

WASTE PIPE - SEE
MECHANICAL
DRAWINGS

EXISTING 8" PRECAST
CONCRETE FLOOR
WITH 2" TOPPING -
CORE DRILL FOR PIPE

PROTECT
ANNULAR SPACE
PER IBC 712.4.1.1
EXCEPTION 1 OR
GROUT FILL PER
EXCEPTION 2 (SEE
NOTE BOX THIS
DRAWING)

NOTE:  VERIFY OTHER
PENETRATIONS FOR
DOMESTIC WATER AND
FIRE PROTECTION.

5"

8" MAX. x 24" MAX /
192 SQ. IN MAX.

1' - 2"

2" MAX.
1" MIN. 1" MIN.

4-
1/

2"
 M

IN
. (

V
E

R
IF

Y
)

PIPE COVERING OR PIPE
INSULATION WHERE
REQUIRED TO MEET SYSTEM
REQUIREMENTS.

1" MIN. MINERAL WOOL BATT.
INSULATION FIRMLY PACKED -
3/8" MAX. @ NOM.

1" MIN. CAULK 3M
CP25WB, CP25WB+

3M WRAP STRIP F5-195
OR FS-195+ (AT
INSULATED OR COVERED
PIPES)

1/8" MIN. CAULK AT TOP
EDGE OF WRAP STRIP.

4" NOM. DIA. OR LESS TYPE
L OR HEAVIER COPPER
TUBING, SCHEDULE 10 OR
HEAVIER STEEL PIPE, STEEL
CONDUIT OR EMT, RIGIDLY
SUPPORTED ON BOTH
SIDES OF FLOOR ASSEMBLY

NOTE: FLOOR PENETRATIONS SHALL
COMPLY WITH U.L. SYSTEM NO. FA8001
(FA1002 - WHERE NO INSULATED OR
COVERED PIPES) F RATING - 2 HOUR

IF CONDITIONS FOR ANY PENETRATIONS DO
NOT COMPLY WITH THIS SYSTEM OR I.B.C.
CHAPTER 7 NOTIFY ARCHITECT.

ONE OR TWO-HOUR
RATED PARTITION

NOM. 1/4" THK. 3M. CO. TYPE FS-195+
INTUMESCENT ELASTOMERIC
MATERIAL FACED ON ONE SIDE W/
ALUM. FOIL IN 2" WIDE STRIPS TIGHTLY
WRAPPED  AROUND PIPE (FOIL SIDE
OUT) WITH SEAM BUTTED. WRAP STRIP
LAYER SECURELY BOUND  W/ STEEL
WIRE OR ALUM.  FOIL TAPE AND  SLID
INTO ANNULAR SPACE APPROX. 1-1/4"
SUCH THAT APPROX. 3/4" OF THE WRAP
PROTRUDES  FROM THE WALL
SURFACE.

3/4" MIN.

1/4"  MIN. CONT. BEAD OF 3M CO.
FIRE BARRIER CP-25WB+ CAULK
APPLIED TO WRAP STRIP/ WALL
INTERFACE AND EXPOSED EDGE
OF WRAP STRIP.

NOTE: WALL PENETRATIONS SHALL
COMPLY WITH U.L. SYSTEM NO. WL 1002 F
RATING - 1 HOUR OR 2 HOUR

3/4" MIN.

NOM. 1/4" THK. 3M. CO. TYPE FS-
195+ INTUMESCENT ELASTOMERIC
MATERIAL FACED ON ONE SIDE W/
ALUM. FOIL IN 2" WIDE STRIPS
TIGHLY WRAPPED AROUND  PIPE
COVERING (FOIL SIDE OUT) WITH
SEAM BUTTED. WRAP STRIP
LAYER SECURELY BOUND  W/
STEEL WIRE OR ALUM. FOIL TAPE
AND  SLID INTO ANNULAR SPACE
APPROX. 1-1/4" SUCH THAT
APPROX. 3/4" OF THE WRAP
PROTRUDES  FROM THE WALL
SURFACE.

1/4"� MIN. CONT.  BEAD OF
3M CO. FIRE BARRIER CP-
25WB+ CAULK APPLIED TO
WRAP STRIP/ WALL
INTERFACE & EXPOSED
EDGE OF WRAP STRIP

NOTE: WALL PENETRATIONS
SHALL COMPLY WITH U.L.
SYSTEM NO. WL 5001 F RATING -
1 HOUR, 2 HOUR

1/4" MIN.,
1" THK. PIPE COVERING,
1/2" MIN., 3/4" MAX. @
NOM. 2" THK. PIPE
COVERING.

U.L. APPROVED 1" THK.
HOLLOW CYLINDRICAL
HEAVY  DENSITY GLASS
FIBER (MIN. 3.5 PCF) PIPE
COVERING WITH A FLAME
SPREAD INDEX 25 OR  LESS
AND A SMOKE  DEVELOPED
INDEX OF 50 OR LESS.

ONE- OR TWO-HOUR RATED
PARTITION

HOLLOW METAL
FRAME1/4"

GLAZING -
SEE
SCHEDULE

JAMB ANCHORS
( 3 PER JAMB )

5 3/4"

5/8" GYP.BD.
( BOTH SIDES )

DOUBLE STEEL
STUDS. REFER TO
PARTITION TYPES

7/16" 4 7/8" 7/16"
5 3/4"

5/8" 3 5/8" 5/8"

2"

1/2" x 1/2"
HOLLOW
METAL
GLAZING STOP

HOLLOW
METAL
FRAME

1/4" GLAZING -
SEE SCHEDULE

1/2" x 1/2"
HOLLOW
METAL
GLAZING
STOP

2"

5 3/4"

HOLLOW
METAL
FRAME1/4" GLAZING -

SEE SCHEDULE

1/2" x 1/2"
HOLLOW
METAL GLAZING
STOP

2"

DOOR - SEE
DR. SCH.

5 3/4"

HOLLOW
METAL
FRAME

1/4" GLAZING -
SEE SCHEDULE

1/2" x 1/2" HOLLOW
METAL GLAZING STOP

5 3/4"

4"

SHIM AS
REQUIRED

FINISHED FLOOR -
SEE FINISH PLAN OR
FINISH SCHEDULE

SEALANT
BOTH SIDES

1' - 1" 1' - 1"

EQ
EQ

PL
BACKPANEL

TY
P

1 1
/4"

FIXED OPEN
SHELVES; PL-1
ALL SURFACES

1' 
- 3
"

2' 
- 5
"

RECESSED
PULL

4"

3/4
"

1' 
- 6
"

RECESSED
PULL

TYP.
2"

CONTINUOUS 4"x3"x1/8" (LLH) ANGLE. SECURE
TO FLOOR WITH 3/8" DIAMETER ANCHOR
BOLTS (MIN. 3" EMBEDMENT) AT 30" O.C..
SECURE TO BASE FRAMING PRIOR TO VINYL
BASE INSTALLATION

D

STAINLESS STEEL
COUNTER

SHUTTER TRACK -
SECURE TO
DOUBLE STUDS

16 GAUGE KING
STUD

DOUBLE 16 GAUGE
STUDS TO DECK
ABOVE.  WELD
CONTINUOUS 18
GAUGE PLATE TO MED
ROOM SIDE ONLY

1"
6 1

/8"
4 3

/4"

2' - 10" 7"

17B
AS920

1A
3.

1

SEE A301 FOR WINDOW
DIMENSIONS AND SILL HEIGHT

B

B

A A

SEE
SPECIFICATION
FOR GLAZING

ELEVATION
1/4"=1'-0"

AL
IG
N W

ITH
 D
OO

R F
RA

ME

1/2" 1/2"

SECTION A-A
3"=1'-0"

STAFF SIDEPATIENT SIDE

REMOVABLE
STOP, 1"x1"

BULLET RESISTANT
GLAZING, SEE SPEC.

ANCHORS AS
REQ'D

GLAZING TAPE

NEOPRENE
SETTING BLOCKS
(TYP. AT 4 SIDES)

D

02

CAST
CONCRETE
COLUMN
ENCLOSURE TO
4" ABOVE
FINISHED
CEILING.  HAND
RUB FINISH TO
ACCEPT PAINT
FINISH.

PRECAST COLUMN -
SEE STRUCTURAL

E

03

WRAP COLUMN
W/ RIBBED
WIRE LATH.

MIN. COVER
3/4"

COORDINATE OUTLET
INSTALLATION WITH
ELECTRICAL

3"

2"

1/2
"

SC
HE

DU
LE
D

PA
RT
ITI
ON

 AS
1/2

"

1" 1"

1"x 1"
REMOVABLE
STOP

FRAME PROFILE - FOR BOTH 16 AND 17/AS920

3-1/2" x 3-1/2" x 3'-0" HIGH x 11
GAUGE STEEL TUBE.

3" x 3" x 1/4" STEEL
ANGLE KICKER, WELD
TO TUBE AND ANGLE

3" x 3" x 1/4" STEEL
ANGLE - SECURE TO
FLOOR WITH (2) 1/2"
DIAMETER EXPANSION
BOLTS

FINISHED
FLOOR

1' - 2"

1/4" GLAZING -
SEE SCHEDULE

1/4
"

CLEAR
SILICONE
SEALANT

BASE AS
SCHEDULED

DASHED LINE
INDICATES FACE OF
PARTITION - SEE PLAN
FOR LOCATIONS

3/4
"

1/8"

PC CONCRETE

LATEX SCREED

ALUMINUM LEVEL
BASE FRAME

MASONRY LAG
FASTENER

T
O

P
 O

F
 P

R
E

C
A

S
T

- 
S

E
E

 S
T

R
U

C
T

.

1 7
/8"

EQ
EQ

2A3 WALL
BELOW

2x2 STEEL
TUBE
FRAME

2' - 5"

5' 
- 1
1"

3"

4
AS920

2
AS920
SIM

R 2'  -  5"

AS920
7

1/2" SOLID
SURFACE ON
1/2" PLYWOOD

1"
2"

1"

2

2A3 WALL

CONTINUOUS 2X
WOOD BLOCKING
CLEAT

2

TAMPER PROOF SCREW -
RECESS FLUSH W/ SURFACE

1/2" SOLID
SURFACE ON
1/2" PLYWOOD

2"

CONTINUOUS
SEALANT BOTH
SIDES

3-1/2"x 3-1/2" x
11GA. STEEL
TUBE

2A3 WALL; GYP. BD.
TO UNDERSIDE OF
SOLID SURFACE

2x2 STEEL TUBE

3 3/4"

OPENING IN
UNDERSIDE OF
SSF/PLYWOOD DESK,
TO CLEAR 3-1/2" x 3-
1/2" STEEL TUBE

EDGE OF PIPING OR DUCT
- SEE MECH.

INSULATION

20 GA. GALVANIZED
SHEET METAL
CLOSURE. SECURE TO
2-1/2" GALVANIZED
METAL STUDS @ 16"O.C.
SET RUNNER IN
CONTINUOUS BED OF
SEALANT.

2J4

SET RUNNER IN
CONTINUOUS BED
OF SEALANT

2' 
- 6
"

1/4"

MAX.
1 1/2"

ATTIC
114' - 0"

T.O. EXISTING
VAULTED GYP. BD.
CEILING, 12'-0" AFF

EXIST. STEEL
PLATE

ACOUSTICAL
CEILING TILE,
SEE CEILING
PLAN FOR
HEIGHT

5/8" GYP. BD, ALIGN
WITH FACE OF
EXISTING PARTITION
BEYOND

26
'-0

"R
 T

O
 F

R
A

M
IN

G

3-5/8" 20GA. STUDS
@ 12" O.C.

RADIUS 16GA.
RUNNER TRACK 16"
O.C. MAX - SUPPORT
FROM DECK AT
24"O.C.

T.O
. V
AU

LT
ED

 CL
G

1' 
- 2
 5/
8"

4 1
/2"

STUD FRAMING,
RADIUS TO MATCH
EXIST. ARCH

EXTEND
PARTITION TO
UNDERSIDE OF
ROOF DECK

SEE DOOR
SCHEDULE FOR
FRAME TYPE &
HEIGHT

 TAPED-IN CONTROL
JOINT AT BUILDING
LINE

ANCHOR STUDS
INTO EXIST
MASONRY

FACE OF EXIST.
PARTITION
BEYOND

TY
P.1"

SEE MECHANICAL
FOR PIPE TYPE

FIRE CAULK

MINERAL WOOL

BENTONITE
WATERPROOFING

WRAP PIPE WITH
WATERPROOF
MEMBRANE -
EXTEND 4" UP
WALL. PROVIDE 8"
HIGH COUNTER-
FLASHING.

STEEL PIPE
SLEEVE - EXTEND
6" BEYOND WALL
FACE.  REFER TO
MECHANICAL FOR
SIZES.

EXISTING STEAM
TUNNEL

2

X

2

X

1/4" 2" 5/8"

7"

(2) C'SK SCREWS PER JAMB. FILL
HOLES W/ BODY PUTTY & SAND
SMOOTH.

HOLLOW METAL FRAME-CAP ENDS W/
MATCHING METAL WELDED & GROUND
SMOOTH. 7/16" BACKBEND.

SOLID SURFACE TOP, ABOVE -
WIDTH VARIES, SEE WALL SECTION
DETAILS

MECHANICAL WELDED TUBING 2x2x11
GA. WELDED TO JAMB.

CONTINUOUS PICK-PROOF
SEALANT, BOTH SIDES

COILING COUNTER
SHUTTER

SHUTTER TRACK

HOLLOW METAL JAMB

DOUBLE 10" - 16
GAUGE WELDED
BOX HEADER
WITH 1/4" THICK
STEEL PLATE
WELDED TO MED
ROOM SIDE.
VERIFY HEIGHT
WITH SHUTTER
HOOD MOUNTING
PLATE.

STAINLESS STEEL
COUNTER

PATIENT SIDESTAFF SIDE

CAULK PERIMETER

CLASS III BULLET
RESISTIVE GLASS

DOUBLE 16 GAUGE
HORIZONTAL
RUNNERS

2".
4"

1/2
"

1' - 0". 1' - 0"

REMOVABLE
STOP, 1"x1"

BULLET RESISTANT
GLAZING, SEE SPEC.

STAFF SIDEPATIENT SIDE

SECTION B-B
3"=1'-0"

1/2" 1/2"

1' - 6"
2' - 6"

R 2 ' -  5 "

2' - 5"

1' 
- 1
"

2' 
- 5
"

2' 
- 0
"

2
AS920

1
AS920

2A
3.

1

F2.1

2A3.1

1A
3.

1

AS920
7

EQ
TY
P.

1 1
/4"

1' 
- 6
"

TV BY OWNER

2" DIAM CUTOUT
FOR CABLES

PL1 COUNTER

7/16"
POLYCARBONATE
SET IN SOLID
SURFACE (SS2)
FRAME

PL BACKPANEL

2" HIGH OPEN SLOT
FOR VENTING

(6) EQUALLY SPACED
2" GROMMET HOLES
IN TOP ABOVE TV

RECESSED PULL

DRAWER

EQ

2"

1' - 1" 1' - 1"

4' 
- 0
"

PROVIDE ADD'L
LAYER 3/4"
PLYWOOD, TYP.

D

06

A3

1A
3

H
0

1A
3

1A3F
2

F2

CONCRETE
COLUMN -
SEE
STRUCTURAL

FIRE
EXTINGUISHER
CABINET B.O.

MOP SINK
B.O.

153

ENVIRON
STORAGE /HSKP

155-1
CORRIDOR

150
CORRIDOR

E

06

CONCRETE
COLUMN -
SEE
STRUCTURAL

110
WARD CLERK

109
CORRIDOR

103-2
CORRIDOR

A3F
3

F3

A
3 F3

F
3

DOUBLE 20 GA.
F.H. STUDS

CONTINUOUS PICK-
PROOF SEALANT,
BOTH SIDES

PARTITION -
SEE PLAN

20 GA 6"W x 48"H
BACKER PLATE, BOTH
SIDES

R 2 "

2"

3"
2"

1" 1"

TO CORNER OF
PARTION BEYOND

APRON

FINISHED
END PANEL

EDGE OF
COUNTERTOP

1/8
"

SEALANT, FULL DEPTH

3/4" RADIUS

RECESS TAMPER RESISTANT
SCREW INTO TOP

SOLID SURFACE TOP
(SS1) GLUE & SCREW
(6 TOTAL) TO
SUPPORT STRUCTURE

WOOD BLOCKING
AT ANCHOR
LOCATIONS

Y
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AS920

LONG TERM / INTERMEDIATE PSYCHIATRIC
UNIT

12/
16/

201
1

 3/4" = 1'-0"
RESIDENT DESK

2

 3/4" = 1'-0"
RESIDENT CUBBIE

1  1" = 1'-0"
PATIENT TOILET COLUMN

12

0'
S

C
A

LE
 : 

1"
 =

 1
'-0

"
1'

6"
1'

2'

 1 1/2" = 1'-0"

ELECTRICAL BOX FIRESTOP AT RATED
WALLS

24

 1 1/2" = 1'-0"

THROUGH PENETRATION AT FLOOR
(WASTE PIPES FROM FLOOR-MOUNTED
WATER CLOSETS)

25  1 1/2" = 1'-0"

RATED PENETRATION AT FLOORS
(INSULATED PIPE)

26  1 1/2" = 1'-0"

RATED PENETRATION AT WALLS
(UNINSULATED PIPE)

27  1 1/2" = 1'-0"

RATED PENETRATION AT WALLS
(INSULATED PIPE)

28

 1 1/2" = 1'-0"
JAMB DETAIL AT GLAZING ( HEAD SIM. )

18  1 1/2" = 1'-0"

JAMB MULLION DETAIL AT GLAZING
( HEAD SIM. )

19  1 1/2" = 1'-0"

JAMB MULLION DETAIL AT GLAZING /
DOOR ( HEAD SIM. )

20  1 1/2" = 1'-0"
SILL DETAIL AT GLAZING

21

 1" = 1'-0"
TV CABINET AND SHELVES

9

 1" = 1'-0"
SERVICE WINDOW DETAILS

17 1/4" = 1'-0"
SECLUSION ROOM WINDOW DETAILS

16 SCALE VARIES

 1" = 1'-0"
COLUMN DETAIL

11

NOTE:  ACOUSTIC INSULATION NOT SHOWN IN PARTITION FOR CLARITY NOTE:  ACOUSTIC INSULATION NOT SHOWN IN PARTITION FOR CLARITY

 1 1/2" = 1'-0"
END BRACE DETAIL AT TUBE COLUMN

7

 6" = 1'-0"
DETAIL AT BUTT GLAZING

22

 3" = 1'-0"
FLOOR MAT SECTION

15

 1/2" = 1'-0"
PATIENT DESK AT SEMI PRIVATE ROOMS

6

 3" = 1'-0"
DETAIL AT RESIDENT DESK

3  3" = 1'-0"
SECTION AT SEMI-PRIVATE DESK

4

 1" = 1'-0"
SECTION DETAIL AT SHAFT OPENING

23

 1 1/2" = 1'-0"

SECTION AT HEAD OF LINK
CONNECTION & BUILDING NO. 111

32 1" = 1'-0"
PIPE SLEEVE AT STEAM TUNNEL

29

 1 1/2" = 1'-0"
DETAIL AT GATE - LATCH SIDE

30

 1" = 1'-0"
SERVICE WINDOW @ HEAD

17A

 1" = 1'-0"

SERVICE WINDOW SECTION AT
COUNTER

17B

 1/2" = 1'-0"
PATIENT DESK AND WARDROBE

5

 1" = 1'-0"
TV CABINET

10  1" = 1'-0"
ENVIRON STOR / HSKP COLUMN

14

 1" = 1'-0"
WARD CLERK COLUMN

8

 1 1/2" = 1'-0"
DETAIL AT GATE - HINGE SIDE

31

 1 1/2" = 1'-0"

NURSE STATION CASEWORK CORNER
DETAIL

13

 3" = 1'-0"
EDGE DETAIL AT RESIDENT CUBBIE

1A
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